Outdoor C&l Cabinet(External Inverter)

Application Scenarios:
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Villa Construction site Farm Plant Communication base station
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Product SafeCubeP200A50P
Battery

Battery chemistry Lithium Iron Phosphate(LiFePO4)
cycle life 26000(@25°C, 0.5C/05C)
Cell spec 32v280Ah
Battery module capacity 14.336kWh

string configuration/Number of strings 1P224s [1

Rated energy capacity 200.7kWh

Rated voltage 716.8V

Voltage range 560V-~-8176V
Maximum allowable input power 70kwW
Maximum input voltage 1000V

Rated input voltage 600V

Start-up voltage 18OV

MPPT voltage range 150-850 V
Maximum input current 4*40 A
Maximum input short-circuit current 4*60 A

Number of MPPTs/Maximum input string count 4*g

Rated output power 50kwW
Maximum output apparent power 55 kVA

Rated grid voltage 3/N/PE, 380 v/400 v
Rated grid frequency 50 Hz/60 Hz
Rated grid output current 7597 A[7217 A
Maximum output current 9021A

output power factor >0.99(0.8 Leading..0.8 Lagging)
THDV <3%

System Parameters

Dimensions (Length x Width x Height) 1100 x N0O x2380 mm
Total system weight 5T

IP rate IP54/IPE5(Inverter)
Cooling method HVAD

Fire suppression system Hot aerosol fire extinguishing
Operating temperature range ~20~40°C
Rrelative humidity 0~95%(non-condensing)
Maximum efficiency 97.6%
European efficiency 97.0%
Maximum operating altitude <3,000m(9,842ft)
Communication interface CAN/RS485

VDE4I05,[EC617272/62116,VDEQ126,A54777.2,CEl 0 21 ENS0549-1,
Inverter grid regulation
G08,699,C10-1,UNE217002,NBRI6149/NBRIBIS0

Standards and certifications UN3B3/IEC/EN 61000-6-1/2/3/4,EC/EN 62109-1JEC/EN 62109-2
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