Integrated Energy Storage Cabinet

The design of Lithium Valley outdoor integrated cabinet energy storage system has independent
self-power supply system, temperature control system, fire detection system, fire protection system,
emergency system and other automatic control and security systems to meet various outdoor
application scenarios. We can provide users with full-scenario energy storage lithium battery
systems, and provide customized lithium battery solutions for high-end users.

Easy installation:
Simple structure, small footprint, flexible layout, easy installation operation and maintenance;

Safe and reliable:
Built-in fire control, temperature control, system warning function for multiple security;

Intelligent control system:
Can be connected to the local monitoring system for system control; In the event of an unexpected
situation, it can be suppressed at the first time;

Convenient operation:
All equipment is integrated in the cabinet, only external wiring harnesses are connected on site,
no secondary assembly is required; Transportation with battery modules is supported.
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Part number SafeCubeAG0A30PT
DC Data

Battery chemistry

Cycle life

Cell spec 3.2v/102Ah

String configuration 1P192s

Number of strings 1

Rack rated energy capacity 61.4kWh

Nominal voltage 614.4v

Voltage range 537.6-700.8v

BMS communication interface

maximum input power 36/72kw
maximum DC open-circuit voltage

MPPT voltage range

MPPT full-load voltage range

AC (on-grid)

Nominal AC power 30kwW
Maximum AC power 33kw
Nominal grid voltage

Nominal current 43A
THDI

Adjustable PF

Grid frequency range

Isolation Transformer 100/400

AC (off-grid)

Nominal output power
Nominal voltage

30kw

THDu

Nominal frequency
Overload capacity
General Data

Dimension (W*D*H) 2,400*1,100*2,450mm

Weight <800kg
Degree of protection
Temperature control

Fire control

Operating temperature
Relative humidity

working altitude
Communication interfaces
Certifications

SafeCubeA100AS0PT

Lithium Iron Phosphate(LiFePO4)
26000(@25°C, 0.5C/0.5C)
3.2v/100Ah
2P160S
1
102kwh
512v
448-584v
CAN/RS485/Fthemet

60/120kw

1000vde
250~850vdc
450~850vdc

50kw
55kW
400V (3W+N+PE)
728
£3%
1(leading)~1(lagging)
50/60Hz
200/400

50kwW
400V
< 1% linear, < 5% non-linear
50/60Hz
10% leng time

2,400*1,100*2,450mm
<1,400kg
P54
Industrial air conditioning

Hot melt adhesive [ perfluorohexanone

-20~40C
0~95% (no condensation)
£3000 m
CAN/RS485/Ethermnet

SafeCubeA200A100PT

3.2v/280Ah
1P224s
1
200kwh
716.8V
627.2-817.6V

120/180/240kw

270/400

2,700*1,100*2,550mm
«2,700kg

IEC/ENG2109-1/-2, IEC/EN 62477-1, IEC/EN 61000-6-2, IEC/EN 61000-6-4,CGC,UN3536
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