Commercial and Industrial
Smart Energy Storage System

Raystech-CIESS 6

® Higher Safety Protection @ Intell

Wh&129.6kWh

ilt-in BMS

@® Faster Dis/Chdrging Speed ® 100% unbalanced output enhancds self-consumption
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Cycle Life@25°C LFP Battery Cells Single Battery Discharging Rate Intelligent Voltage Balancing
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Semi-Solid State BESS RAYSTECH

Technical Specifications
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Product Type RT 64.8kWh
Total Energy* 64.8kWh
Battery Capacity 53Ah*2
Max.recommended DOD 93%
Voltage Range 576-672Vd.c
Nominal Voltage 614.4Vd.c
Nominal Dis/charging Current 50A*2
Max. Charge Voltage 672Vd.c
Weight( N.W.) 720kg
Dimension(mm)(L*W*H) 900*650*2120mm
Operating Condition Indoor&Outdoor
Operating Charge 0~55C
Temperature
Cell Discharge -20~55C
Operating Temperature Ambient _Z()~EE
Charge/Discharge o=
WIFI Frequency Range 2400MHz~2483MHz
Humidity <60%(No condensed water)
Over Voltage Category 1
Heating&Cooling Type Air conditioner
Installation Ground Installation
IP rating IP55
Protective Class 1
Max. Connection Number 6S2P
Communication CAN/ RS485
Protection Mode Hardware&software protection
Battery Protection Over-current/Over-voltage/Short circuit/ Under-voltage/Over temperature
Cell UL TUV
Safety
pack CE/TUV
Hazardous Material 9
Classification
Transportation UN 38.3

10 years warranty
Product Warranty All information contained in this document is subject to change without notice
Battery 1)For better battery life cycles,we suggest charge in 25A(0.5C @25°C)
2)For better battery life cycles,we suggest discharge in 25A(0.5C @25°C)

Testing conditions based on temperature 25 C at the beginning of life.

*Total Energy/Usable Energy measured under specific conditions from Raystech 0.2C CC-CV.




Semi-Solid State BESS RAYSTECH

Technical Specifications
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Product Type RT 129.6kWh

Total Energy* 129.6kWh

Battery Capacity 53Ah*4
Max.recommended DOD 93%

Voltage Range 576-672Vd.c
Nominal Voltage 614.4Vd.c
Nominal Dis/charging Current 50A*4

Max. Charge Voltage 672Vd.c

Weight( N.W.) 1500kg(undertermind)
Dimension(mm)(L*W*H) 1500*850*2120mm
Operating Condition Indoor&0Outdoor
Operating Charge 0~55C
Temperature h

Cell Discharge -20~55C
8E:rrga:i/rl1jgis‘iir:rr;eerature Ambient -30~55C

WIFI Frequency Range 2400MHz~2483MHz
Humidity <60%(No condensed water)

Over Voltage Category 1l

Heating&Cooling Type Air conditioner
Installation Ground Installation
IP rating IP55

Protective Class |

Max. Connection Number 6S4P

Communication CAN/ RS485

Protection Mode Hardware&software protection

Battery Protection Over-current/Over-voltage/Short circuit/ Under-voltage/Over temperature
Cell UL TUV

Safety
pack CE/TUV

Hazardous Material
Classification

9

Transportation UN 38.3

10 years warranty
Product Warranty All information contained.in this document is subject tc? change without notice
Battery 1)For better battery life cycles,we suggest charge in 25A(0.5C @25°C)
2)For better battery life cycles,we suggest discharge in 25A(0.5C @25°C)

Testing conditions based on temperature 25 C at the beginning of life.

*Total Energy/Usable Energy measured under specific conditions from Raystech 0.2C CC-CV.




RAYSTECH

Technical Specifications

MHT-50K-100(SOLINTEG)

Recommended Max. Input Power 75kW.
Start-up Voltage 135V
Max. DC Input Voltage* 1000*V
Rated DC Input Voltage 620V
MPPT Voltage Range* 200-850*V
NO. of MPP Trackers 4
NO. of DC Inputs per MPPT 2
Max. Input Current 30A x 4
Max. Short-circuit Current 40A x 4
Battery Type Lithium Battery (with BMS)
Battery Voltage Range 135-750V
Max. Charging/Discharge Current 100/100A
 GrdSice |
Rated Output Power 50kW
Max. Output Apparent Power 55kVA
Max. Input Apparent Power** 60kVA
Max. Charging Power of Battery 50kW
Rated AC Voltage 3L/N/PE; 220/380V;230/400V;240/415V
Rated AC Frequency 50/60Hz
Max. Output Current 83A
Power Factor 0.8 leading ...0.8 lagging
Max. Total Harmonic Distortion <3% @Rated output power
DCI <0.5%In
Rated Output Power 50kW
Max. Output Apparent Power 55kVA
Max. Output Current 83A
On/Off-grid Switching Time <20ms
Rated Output Voltage 3L/N/PE; 220/380V;230/400V;240/415V
Rated Output Frequency 50/60Hz
Voltage Harmonic Distortion <3% @Linear load
Max. Input Apparent Power** 60kVA
Max. Charging Power of Battery 50kW
Rated AC Voltage 3L/N/PE; 220/380V;230/400V;240/415V
Rated AC Frequency 50/60Hz
Max. Input Current 87A
Max. Efficiency 98.8%
European Efficiency 98.3%

Protection

DC reverse polarity protection / Battery input reverse connection protection /
Insulation resistance protection / Surge protection /
Integrated Protection Over-temperature protection / Residual current protection /
Islanding protection / AC over-voltage protection /
Overload protection / AC short-circuit protection



Technical Specifications

Model

General Data

Over Voltage Category
Dimension

Weight

Protection Degree
Standby Self-Consumption
Topology

Operating Temperature Range
Relative Humidity
Operating Altitude

Cooling Method

Noise Level

Display

Communication

* PV Max. Input voltage is 850V, otherwise inverter will be waiting;

RAYSTECH

I"f llllfvn-‘m]‘l

MHT-50K-100(SOLINTEG)

PV: Il Main: Il
800%620x300mm
72KG
IP65
<15W
Transformerless
-30~60°C
0~100%
3000m (>3000m Derating)
Smart fan
<50dB
OLED & LED
CAN, RS485,WiFi/LAN (Optional)

** Max apparent power from the grid means the maximum power imported from the utility grid used to satisfy the backup loads and charge the battery;
1) AS 4777.2,VDE-AR-N 4105: 30.0kVA; 2) AS 4777.2,VDE-AR-N 4105: 43.5A




